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Brake Buddy™
Instant roll forming tool. 

Side-Winder™
Works in tandem with 
all PRO Series Brakes. 

PRO™ Cut-Off 
Quickly, safely, and easily 
makes factory quality 
cuts in coil stock, sheet 
metal, and vinyl siding 
right on your Brake. 

Snap Stand™
Heavy Duty Transportable Support; 
sets up in seconds.

Wheel Kit
Allows for easy transport 
of Snap Stand.

PRO™ Cut Off Gauge
Simplifies cutting.

PRO Brake System
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STEP 1
To open each Leg Set, push in the snap button and move each leg outward to the working 
position. Figure 1A below shows the leg set as shipped while Figure 1B shows the leg set 
open (working position). Make sure that the snap button pops up to lock each leg.

STEP 2
Attach the Cross Braces to the Leg Sets. With the snap 
button of the Leg Set pointing to the outside, snap the 
Cross Braces into position. See Figures 2A and 2B below.

Note: Be sure the C-shape of the 
Cross Brace is mating the leg as 
shown in Figure 2C below.

Snap Button locations 
when legs are closed.

Snap Button locations
when legs are open.

Attaching Optional Wheel Kit

STEP 1
Insert the wheel assembly into the leg of 
the Snap Stand as shown in the figure 
above. Tap the bracket with a hammer to 
wedge it tightly into the leg. Repeat this 
process for the other leg.

STEP 2
To prohibit the stand from rolling on the wheels, lock the leg ex-
tensions into one of the bottom two locking positions. See figure 
above. If the leg extensions are in one of the other 3 positions, the 
wheels are in contact with the ground and are free to roll.

STEP 3
To remove the wheel as-
sembly, tap the bracket 
downward with a ham-
mer to disengage.

Use one of these 
positions to stop the 
stand from rolling.

Figure 1A Figure 1B

Figure 2A Figure 2B Figure 2C

Snap Stand Set-Up
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STEP 1
Using the 1/4-20 bolts and lock 
washers provided, fasten the brake 
mounts to the Leg Set. Depending 
on which brake you’re using, 
choose the correct holes as shown 
in the figure at right.

STEP 2
The snap buttons will be towards 
the working side of the brake. 
Repeat Step 1 for the other Leg 
Set. Be sure both ends of the Snap 
Stand are going the same direction 
(with the snap buttons on the same 
side). See Figure 2 above.

snap buttons are 
toward working 
side of brake

STEP 3
Place the brake on the assembled 
Snap Stand with the Back Rail of 
the brake clearing the adaptor 
hook as shown in Figures 3A and 
3B above.

Back Rail clearing 
adaptor hook

The snap button will be covered  
by the fixed hinge of the brake as  
in Figure 3C above.

STEP 4
Push the brake firmly rearward  
into the adaptor hooks. The snap 
buttons by the front clips will pop 
up and secure the brake on the 
Snap Stand. See Figure 4 above.
The brake is now ready for use.

Button pops up when brake is 
fully seated

1. Removing the brake from  
the Snap Stand is essentially  
the opposite of attaching it to 
the stand.

2. Lifting the Moving Hinge, 
depress the snap button and pull 
the brake forward far enough to 
hold each snap button down.

3. Be sure the box rail is out of  
the Rear Clip. The brake can 
now be removed from the stand.

4. Reverse Steps 2 and 1  
to disassemble the stand  
for transport.

Figure 2

Figure 4

Figure 3A Figure 3B

Figure 3C

Removing the Brake:

PRO 14

PRO 19 & MAX-
I-MUM II PRO 14

Installing Brake on Snap Stand
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